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Notes:

Followspots are 300w LED at 5500k fitted with 6 gel
frames.

Frame 1 (closest to light source) is a CTO at 3000k.
Frame 6 is R119 Diffusion.

All lighitng is on a sACN network - Contact Venue
Technician to gain IP addresses. Copper DMX input is
available upon request.

Capture visualisation file available on request.

Setting line is rear side of Proscenium Wall (location
of scale).

Fresnels are NOT rigged as standard - please advise
if you require these.

L>02 Filters (Gels) & Gobos

EIe Unit Purpose

4.512 Unit Patch

@ Unit Channel

Scale: 1:65

Symbol key
S R3 Beam Wash - 20CH (16)
D 1200 High Performance Fresnel (12)
Ci:j: EclProfile CT+ 36° - StndRGB 9CH (12)
[ N— EclCyclorama 050 - RGB Tour 6CH (8)
@ Pluto 350 - 25CH (8)
EclProfile CT+ 19° - StndRGB 9CH (7)
EZij EclProfile CT+ 26° - StndRGB 9CH (6)
FusionBar Q XV - 6CH (6)
— Par 12x8L - 4CH (6)
— Blinder - 4CH (4)
ERA 400 Performance CLD - StndA 30CH (4)
C5°F  EclProfile CT+ 50° - StndRGB 9CH (4)
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